


ENERGY

System Parameters

Active16 Max

Cell Material

Lithium Iron Phosphate

Rated Energy

16.08kWh

Rated Voltage / Capacity 51.2V/314Ah
Continuous Charge/Discharge Current 150A
Peak Discharging Current 200A (5S)
Depth of Discharge (DoD) 95%
Voltage Range 43.2~57.6V
Installation Location Vertical
Communication Method CAN/RS485

Display Method

LED displays SOC, support APP/Web.

Cycle Life

6000cls@80%SOH  25°C+2°C 0.5P

Dimensions W x H x D (mm)

440*230*825mm (including casters)

Weight

112+1kg

IP Rating

P21

Optional Function

Fire Protection & LCD Display

Adjustable Casters (4pcs)

2-inch adjustable caster with leveling foot cup

Max. Operating Altitude

3000m

Max. Series & Parallel Configuration

16P

Cooling Method

Natural Cooling

Charging Temperature 0~55°C
Storage Temperature 0~45C
Discharging Temperature -20~55°C

Humidity Range

10% ~ 95%, non-condensing

Remote Monitoring

WiFi Module; Built-in wireless network functional module, supporting APP OTA upgrade and remote operation &
maintenance

Certifications & Safety Standards

UN38.3 MSDS

Compatible Inverter Brands

DeYe/Victron/Solis/GoodWe/Growatt/Solplanet/SOLINTEG/Hoymiles etc.




